Exterior Beam

1/72\/2“
Typ.

[

Inserts tapped for
7" galv. bolt

~—MC 18 X 42.7
p—

(=T

7" @ High Strength Bolt with hex
nut, Two hardened washers &
Two 3'x 3'"x ¥%¢"plate washers

Typ.

,

7" @ High Strength Bolt
with hex nut & Two
hardened washers

7" @ High Strength Bolt
with one hardened
washer (ASTM F436)

Form holes using
1" I.D. plasTtic pipe
or equivalent.

INTERMEDIATE DIAPHRAGM
~Jypical for 0° Skew PCIL, Type 3 Beams~

Exterior Beam

—

A

Inserts tapped for
7" galv. bolt

Typ.

\zo 18 X 42.7

-

32t x 35" <

7" @ High Strength Bolt with hex
Backing Plate

nut, Two hardened washers &
fwo 3"x 3"x Y¢'plate washers

Typ.

7" @ High Strength Bolt
with hex nut & fwo
hardened washers

%" @ High Strength Bolt
with one hardened
washer (ASTM F436)

Form holes using
1"1.D. plastic pipe
or equivalent.

INTERMEDIATE DIAPHRAGM
~/ypical for Skewed PCI, Type 3 Beams~
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F43c Washer F436 Washer Clip Angle LI

F436 Washer
Plate Washer

F436 Washer
Plate Washer

Plate Washer

-

Clip Angle L2

Wy

DTI f 2 / 1

Plate Washer

Plate Washer

C

,— ' Plate — %" Plate

- R Clip Angle LI DTI DTI
AN
1H O) zH mw F436 Washer
/’ \ Plate Washer Backing Plate
% '@ Hole % '@ Hole DTI DTI
BACKING PLATE PLATE WASHER Exterior Beam Interior Beam, Skewed Interior Beam, Straight
Skewed Spans, Only
- CONNECTION DETAILS
Diaphragm Notes 4 6" 4" 6'

13, 2" 19, 5/ 2! 25!
CONNECTIONS: Ensure all bolted connectlons are ASTM A325, % Inch - /6 '@ Hole - T
diameter high strength bolfts, nuts, and washers, mechanically zinc 7 7 |
coated in accordance with AASHTO M288, for Class 50. Install all high o -~ @ ™~ @\\ @ i} \#\\\
strength bolted field connections using 'direct tension indicators" (DTI’s) : ) ™ , ™ ~
in accordance with the Standard Specifications and ASTM F959. Ensure ! - ! - S DaTC
all DTI's are mechanically zinc coated. Show installation details of the
DTI's on the shop plans. Place DTI’'s under the bolt head. - - - - 5/ 3 DATE: CHECKED BY

T o 5 T o 5 T ' x 2¥e" Long ~~  |pEsicoNED BY:
STRUCTURAL STEEL: Ensure plates, angles, and channels conform to AASHTO - = | - = | sloftfed Hole (Typ.)—( DETAILED BY:
M 183 and galvanized after fabrication. } LJ %_u__-::u--:nﬁ—:.— of 5::—."_@
SHOP DRAWINGS: Show the location of all inserts and holes on the precast \G @ \G @ i} DEP. .H.zmz.ﬁazwwu HIG AYS
beam shop drawings. Submit shop drawings for the steel diaphragms to BN \ \@ \ﬁm N \%(ﬂg < ]
the Division of Bridge Design for approval. Nim: I ) ' Bevel % " x 23" Long ' Bevel — —
DIAPHRAGMS: Erect the diaphragms the same day that the precast beams are Oversized Hole L6" x 4" x /! slofted Hole (Typ.) L6" x 4" x V3! CHANNEL END
placed on the substructure. Include the cost of all materials and labor e ' x 2%6" Long
Slotted Hole (fyp.)
PREPARED BY SHEET NO.

required to fabricate and erect the diaphragms in the bid for Precast

Beams.

Beam Face Diaphragm Face ITEM NUMBER

CLIP ANGLE - L2

Beam Face Diaphragm Face

CLIP ANGLE - L1

Division of Bridge Design

DRAWING NO.




	pci_3_diaphragms

